
  QoS     MES23xx/33xx/35xx/5324
  MES     QoS   .            .

        :

console(config)# qos statistics interfaces

          :

console# show interfaces tengigabitethernet 1/0/1
------------------ show interfaces te1/0/1 ------------------
TenGigabitEthernet1/0/1 is down (not connected)
Interface index is 1
Hardware is TenGigabitEthernet, MAC address is e8:28:c1:36:91:c1
Interface MTU is 1500
Link is down for 0 days, 0 hours, 59 minutes and 51 seconds
Flow control is off, MDIX mode is off
15 second input rate is 0 Kbit/s
15 second output rate is 0 Kbit/s
45055 packets input, 4517604 bytes received
6522 broadcasts, 37754 multicasts
0 input errors, 0 FCS
0 oversize, 0 internal MAC
0 pause frames received
9650 packets output, 2181148 bytes sent
6657 broadcasts, 2357 multicasts
0 output errors, 0 collisions
0 excessive collisions, 0 late collisions
0 pause frames transmitted
Output queues: (queue #: packets passed/packets dropped)
1: 0/0
2: 0/0
3: 0/0
4: 0/0
5: 0/0
6: 0/0
7: 0/0
8: 0/0

    -  ,   - .

   MES         .     (  - "dropped)":

console# show rmon statistics tengigabitethernet 1/0/1

Port te1/0/1

Dropped: 0
Octets: 0                             Packets: 0
Broadcast: 0                      Multicast: 0
CRC Align Errors: 0         Collisions: 0
Undersize Pkts: 0            Oversize Pkts: 0
Fragments: 0                    Jabbers: 0
64 Octets: 0                     65 to 127 Octets: 0
128 to 255 Octets: 0     256 to 511 Octets: 0
512 to 1023 Octets: 0  1024 to max Octets: 0
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